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Company ALDILA®

Product Type WOOD

Series QUARANTA®

Year 2018

// QUARANTA®
BLUE
MID LAUNCH AND MID SPIN

QUARANTA®, designed by the same company that brought you the NV® Magnum in 2013 has done it again by improving on this original truly high performance, ultra light-
weight, sub-50 gram shaft design.

Typically, ultra lightweight shafts give up strength, flex, torsional stiffness, and overall stability in an effort to chase lighter weights.  Our engineers have incorporated our 
NexGen Micro Laminate Technology® (MLT) to provide the highest level of performance in an ultra lightweight shaft.  By optimizing structure, and material placement, the 
ALDILA® QUARANTA® Series offers optimum flex and torque characteristics for the better player, while still maintaining the feel that players of all abilities need.

Technologies: NexGen Micro Laminate Technology® (MLT)

Description Flex Length
(in)

Weight
(g)

Tip O.D
(in)

Tip Length
(in)

Butt O.D.
(in)

Torque
(deg)

Kick 
Point

Tip Type

QUARANTA® Blue 40 W 45.0 43 0.335 2.6 0.601 6.9 MID/LOW PARALLEL
QUARANTA® Blue 40 A 45.0 44 0.335 2.6 0.601 6.8 MID/LOW PARALLEL
QUARANTA® Blue 40 R 45.0 45 0.335 2.6 0.603 6.7 MID/LOW PARALLEL
QUARANTA® Blue 50 W 46.0 51 0.335 3.0 0.605 6.9 MID/LOW PARALLEL
QUARANTA® Blue 50 A 46.0 52 0.335 3.0 0.598 5.9 MID/LOW PARALLEL
QUARANTA® Blue 50 R 46.0 55 0.335 3.0 0.601 5.7 MID/LOW PARALLEL

1 All golf shafts are design to be butt trimmed to length.
2 Golf shaft installation should only be completed by a qualified, trained golf club builder. To find an authorized ALDILA® account in your area, please visit our website.

http://www.aldila.com

