
ALDILA™ ROGUE ∞
MID LAUNCH, MID-LOW SPIN

The legendary ALDILA ROGUE family makes its return with ROGUE ∞. ROGUE ∞ builds on the success of ROGUE Black 110 and ROGUE 130 with the use of ALDILA’s Dual Torque 

Core, a unique new technology that uses 80 Ton Pitch Fiber in a full-length application and 46 Ton Pan Fiber in the angle plys to drive down torque and create consistency swing-to-swing 

in this innovative counterbalanced Rogue revival. Rogue ∞ makes the golfer faster, consistently.

Key Technologies: Dual Torque Core, Counterbalance, 80-Ton Full Length Pitch Fiber

Company Aldila®

Product Type WOOD

Series ROGUE™

Year 2024

1 All golf shafts are designed to be butt trimmed to length.
2 Golf shaft installation should only be completed by a qualified, trained golf club builder. To find an authorized ALDILA® account in your area, please visit our website.

Shaft Name Flex Length (in) Weight (g) Tip O.D. (in) Tip Length (in) Butt O.D. (in) TTorque (degrees) Kick Pt.

Rogue ∞ 50 TR TR 46 57 0.335 3 0.640 4.6 Low

Rogue ∞ 50 TS TS 46 58 0.335 3 0.642 4.5 Low

Rogue ∞ 50 TX TX 46 59 0.335 3 0.644 4.4 Low

Rogue ∞ 60 TS TS 46 65 0.335 3 0.644 3.9 Low

Rogue ∞ 60 TX TX 46 67 0.335 3 0.648 3.9 Low

Rogue ∞ 70 TS TS 46 74 0.335 3 0.648 3.2 Low

Rogue ∞ 70 TX TX 46 76 0.335 3 0.651 3.1 Low

Rogue ∞ 80 TX TX 46 84 0.335 3 0.648 3.1 Low


